Atlas Copco
EWD

COMPLETE
EASY TOINSTALL AND —
VERY ECONOMICAL Al



The range of EWD electronically
controlled condensate drains is synonymous
with safe, dependable and economical
condensate management.

The intelligent drain function monitors
condensate build-up with liquid level
sensors and and evacuates the condensate
only when necessary, thus avoiding wastage
of compressed air and giving considerable
energy savings.

The EWD drain device offers security
and confidence, enabling you to solve all
condensate discharge problems even with
heavily contaminated systems.

A wide range of different EWD
drains is available for oil contaminated
condensate and also may be provided with
additional hard coating for use with oilfree
and aggressive condensate.

Max. compressor Max. dryer Max. Dimensions Weight
Type capacity'” capacity'" pressure Width Height Length

I/s cfm I/s cfm bar psi mm | inch | mm | inch | mm | inch | kg Ibs
EWD 501 65 138 130 275 16 232 70 | 28| 115 | 45 | 171 | 6.7 | 0.7 1.5
EWD 75 98 208 194 an 16 232 65 | 26| 141 | 56 | 150 | 59 | 0.8 1.8
EWD75C® 98 208 194 4n 16 232 65 | 26| 141 | 56 | 150 | 59 | 0.8 18
EWD 75 CHP 98 208 194 4nm 63 913 65 | 26| 141 | 56 | 150 | 59 | 0.9 2.0
EWD 330 433 917 866 1835 16 232 93 | 37| 162 | 64 | 212 | 83| 20 | 44
EWD330C " 433 917 866 1835 16 232 93 | 37| 162 | 64 | 212 | 83| 20 | 44
EWD 330 CHP @ 433 917 866 1835 25 362 93 | 37| 162 | 64 | 212 | 83 | 20 4.4
EWD 1500 1950 4132 3900 8264 16 232 | 120 | 47| 180 | 71| 252 | 99 | 29 | 64
EWD 1500 C @ 1950 4132 3900 8264 16 232 (120 | 47| 180 | 71| 252 | 99 | 29 | 64
EWD 16K C @ 21670 | 45920 | 43340 | 91830 16 232 | 254 | 100 | 280 | 110 | 280 | 110 | 5.9 |13.0

I At following conditions:
ambient temperature 35 °C (95 °F)
relative humidity 70 %

(C) with anti corrosion coating for oil-free condensate
# suitable for oil-free condensate

We are never too far from you :

Atlas Copco Compressor Sales
(A Division of Atlas Copco (India) Ltd.)

HEAD OFFICE & WORKS : Sveanagar, Dapodi, Pune 411 012.
Phone : 020-3072 2222 Fax : 020-27145948

www.atlascopco.com
E-mail : qualityour@in.atlascopco.com
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